
Technical Manual

SPECIFICATIONS

INFINITY SYSTEMS INC., 250 Crossways Park Drive, Woodbury, New York 11797
REV A 7-98

Nominal Impedance: 6 ohms

Power Rating: 15-75 watts RMS

Sensitivity: 89dB @ 1 watt, 1 meter

Crossover Frequencies: 4,800Hz

Frequency Response: 55Hz-22kHz +/-3dB

ACOUSTIC & ELECTRICAL SPECIFICATIONS:

1x - 3/4" (1.9cm) Polysherite Tweeter

1x - 6.5" (16.5cm) IMG Woofers

Dimensions: 14.25"H x 8.5"W" x 7.25"D

Cabinet Not Sold

Grille Black/Brown #A026-411

Crossover #A015-411

Logo #716-5360

XXXXXXXXXXXXXX
XXXXXXXXX36.2cm(H) x 17.5cm(W) x 18.4cm(D)

Introduced in 1989

Discontinued 1991

Original Retail Price: $238.00/pair

PHYSICAL SPECIFICATIONS:

PRODUCTION HISTORY

WOOFER

TWEETER

L2
0.5mH

R1 5.5 5WΩ

C1
3.5 F PP

Solen
µ

INPUT

TWEETER
#902-4130

Substitute #902-6682

TWEETER DIAPHRAGM
#751-4462

6-1/2" WOOFER
#902-4158

Sustitute #902-4179

L1
0.4mH

TECHNICAL INFORMATION
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Reference Standard Series 2-Way

16" BLU
.110 FEMALE CLIP

16" BLU/BLK
.110 FEMALE CLIP

11" RED
.205 FEMALE CLIP

11" RED/BLK
.205 FEMALE CLIP

POLYSHERITE

C2
15.0 F
NPE

µ


